SUZ-SWMAD-BOVA Ll e =
PUD-SWMB0- 120YAA PUD-SHWMSO0-140YAA
MODEL UNITATE EXTERIOARA SUZ-SWM4OVA SUZ-SWMBOVA PUD-SWMBOYAA PUD-SWM100YAA PUD-SWM120YAA PUD-SHWMB0YAA PUD-SHWM100YAA PUD-SHWM120YAA PUD-SHWM140YAA
14/ Avier [ 4,43/ 177

10/ Av++ /4,43 /177

12/ Av++ /44 /176

8/ A+++/448/179

10/ A+++/4,45/178

12/ Ave+ /443 /177

[A) Pdesign / SCOP 35°C" /ns % KW/rank/SCOP/% 51 [A+++/45/180 6.6/ A+++ /453 /181 8/ A+++ /447176
[A) Pdesign / SCOP 55°C* /ns % KW/rank/SCOP/% 46/ A++/3,23/129 6/ A++ /3,25/130 B8/ A++/3,25/130 10/ A++ /3,25 /130 12/ A++/32/128 8/A++/3,35/134 10/ A++/3,38/135 12/ A++/3,35/134 14/ A++ 73,35/ 134
(C} Pdesign / SCOP 35°C" /ns % KNark/SCOR% 4,6/ Aw+ /3,23/128 4,5/ A+ / 3,58 7 143 B/ A+t /345 /136 10 / A+ / 3,63 / 145 12 / A+ /3,48 /139 8/ A++ /3,58 /143 10/ Avs /3,7 /148 12/ A+ /3,7 / 148 14/ Aee [ 36/ 144
(C) Pdesign / SCOP 55°C* /ns % KW/rank/SCOP/% 35/A+/263/105 4,1/ A+/2,65/106 B/A+/273/109 10/ A+ / 2,73/ 109 12/A+/2,7/108 8/A+/283/113 10/ A+/2,85/114 12/A+/2,85/114 14/A+/28/112
AT/W35 /Putere Lonsum/ COP* KW/ lkw 71/162/438 B8,7/1,93/4,50 6,0/1,26/4,76 80/16/50 10,0/2,13/4,70 6/1,19/5,03 8/16/5 10/2,08/4,80 12/2,66/4,70
Putere la -15°C /+35°C KW 7 kv 43 57 73 9 104 88 10,7 12,3 14,2
Putere la -15°C /+45°C KW 3.9 53 = = = 8,8 10,7 12,3 14,2
% -15°C /+50°C KW - - 6,6 85 95 8.2 103 12 14
a -25°C /+45°C KW - a7 69 8 53 7.7 9.2 96
£ (Min-Nominal -Max) AZW35 kW - 3,1-80-93 3,2-100-121 3.2-120-127 3.1-80-95 32-100-124 32-120-132 3,5-14,0- 14,6
|| Capacitate (Min- Nominal-Max) A7/W45 KW 2,0-40 -68 24-60-83 22-60-82 23-80-10,0 23-10,0-121 22-60-82 2,3-8,0-100 23-10,0-121 32-12,0-139
E EER EER 329 3,03 - - -
§ Capacit (Min-Max) A35 /W7 KW 12-45-51 16-50-59 = = =
Dimensiuni (B x Hx D) mm 880 x 840 x 330 880 x 840 x 330 1050 x 1020 x 480 1050 x 1020 x 480 1050 x 1020 x 480 1050 x 1020 x 480 1050 x 1020 x 480 1050 x 1020 x 480 1050 x 1020 x 480
Greutate kg 54 54 114 120 120 115 121 121 122
Date de functionare garantate (inc3lzire / ricire) °C 20/ +10 20/ +10 25/ 25/ 25/ -28 -28 -28 -28
Nivel sonor - incélzire / racire {SPL) ** dBiA) 44 /49 4548 42/- a4/ - 46/ - 42 a4 5 48
Nivel sonor - incélzire (PWL) Lwa *** dB 60 56 89 60 56 59 60 62
Conexiuni agent frigarific (lichid [ gaz) Diametru 1/4" 11/2° 18t 102" a2t 174" F 172" 1/ [ /2 1/4" / 1/2" 1/4" /172 1/4" f1/2"
Lungimea tevil m 5-30 2-30 2-30 2-30 2-30 2-30 2-30 225
diferentz de inaltime m 30 30 30 30 30 ao 30 30 25
Siguranta recomandata A 16 16 3x16 ax16 3xi6 3x16 3x16 3x16 3x16
Curent abs (Max) A 13.9 13.9 8 10 12 8 10 12 12
Alimentare electrica V/Fas/Hz 1/230/580 1/230/ 50 400/3/80 400/3/50 400/3/50 400/ 3750 400 /3 /50 400/ 3/ 50 400/3 /50
Debit Min / Max /min 65-143 5-143 9-229 14,3 - 34,4 14,3 - 34,4 g.299 143344 143 344 143 344
Agent frig pentru distanta de max m 10 10 15 15 15 15 15 15 15
Agent frigorific / greutate preumplere Ra2 /675 R32 /675 R32 /675 R32 /675 R32 /675 R32 / 675 R32 /675 R32 / B75 R32 / 675




